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1. Parts List 

1 - OTP - Outside Top Plate 
1 - ITP - Inside Top Plate 
2 - OA - Outside Arm 
2 - IA - Inside Arm 
2 - OL - Outside L 
2 - IL - Inside L 
4 - W - Wing 
1 - LB - Lock Bar 
1 - BB - Bottom Bar 
1 - Ball (with 1 - ¼-20xİò Set Screw) 
1 - Collar (with 2 - ¼-20xİò Set 
Screws) 

Items not shown below: 
1 - Instructions 
1 - Lock (*options available) 
1 - 1/8ò Allen wrench 
1 - Foot Nut Bag Containing: 

4 - FN - Foot Nut 
4 - LF - Leveling Foot 
1 - LT - Lock Tab 
22 - Security Nuts 
4 - Security Bolts 
1 - Security Driver 

 

 

*AV Cage includes standard 70mm disc lock. Upgrade locks with premium mechanisms & 
serialised keys also available. Contact 1-877-473-8777 for details. 
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AV Cage ï exploded view 
 

MAXIMUM  PROJECTOR WEIGHT: 50 lbs / 22.7 kg 

WARNING: The installer of this mount must ensure that All components are securely fastened to 

each other and to the pipe. Further, the pipe must be fixed to a structural member capable of 

supporting at least 4 times the combined weight of the projector and mounting hardware, and 

cannot be supported by drywall alone. 

IMPROPER INSTALLATION MAY RESULT IN SERIOUS PERSONAL INJURY! 
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Other Items Required: 

�x projector 

�x 1.5ò drop pipe securely attached to a structural member capable of supporting at least 4 times 

the combined weight of the projector and mounting hardware, and cannot be supported by 

drywall alone. 

�x 3/8 Ratchet or cordless drill with clutch & 3/8ò driver 

�x Security driver (provided) 

�x 1/8ò Allen wrench (provided)  

�x small slot screwdriver 

 

2. Building the AV Cage 

The AV Cage should be adjusted to the smallest size possible to fit the projector, as this restricts 

access to the security fasteners holding the AV Cage together. Adjustments are all in ½ò Increments.   

 

TIP: Pre-assembling the AV Cage on your work bench is typically faster and easier than assembling in the 

field. Thread all fasteners �³�+�D�Q�G���7�L�J�K�W�´ until final assembly step.  
 

Setting the Width  

�x Parts Required; Projector, 1 x OTP, 1 x ITP. 

�x ñNestò the OTP (Outside Top Plate) and the ITP (Inside Top Plate) together as shown to 

the left, using the width of your projector as a reference. The projector must fit within the 

top plate assembly with room to attach the Inside & Outside arms. 

�x Secure using two of the included fasteners. 

 

 

 
Setting the  Height  

�x Parts Required; Projector, 2 x OA, 2 x IA, 2 x OL, 2 x IL. 

�x Attach a pair of OA (Outside Arms) to the ITP, and a pair of IA (Inside Arms) to the OTP as 

shown. Position to provide best fit on the projector. 

�x Secure using eight of the included fasteners. 

 

�x ñNestò an IL (inside L) and an OL (outside L) together as shown to the left. Make sure that 
the resulting ñUò assembly clears all protrusions on surface of the projector. Keep the fit as 

close as possible. Secure together using one of the included fasteners. 

�x Repeat with the other IL & OL. 

 

�x Attach to OA & IA as shown, using four of the included fasteners. 

 

 

 

 

 

 

 

 


